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1
SYSTEMS AND METHODS FOR SETTING
UP END-TO-END TRAFFIC ENGINEERED
ETHERNET LINE SERVICES

CROSS-REFERENCE TO RELATED
APPLICATION(S)

The present patent application/patent claims the benefit of
priority of Indian Patent Application No. 2324/DEL/2014,
filed on 14 Aug. 2014, and entitled “SYSTEMS AND
METHODS FOR SETTING UP END-TO-END TRAFFIC
ENGINEERED ETHERNET LINE SERVICES,” the con-
tents of which are incorporated in full by reference herein.

FIELD OF THE DISCLOSURE

The present disclosure relates generally to networking
systems and methods. More particularly, the present disclo-
sure relates to systems and methods for setting up end-to-
end traffic engineered (TE) Ethernet Line (E-Line) Layer 2
services.

BACKGROUND OF THE DISCLOSURE

Carrier Ethernet is evolving to support the needs of the
carrier network environment. Carrier Ethernet requires scal-
able, reliable, and dynamic mechanisms to support opera-
tions, administration, and management (OAM) and traffic
engineering (TE). Standards have been developed in the
Metro Ethernet Forum (MEF), International Telecommuni-
cation Union (ITU), Institute of Electrical and Electronics
Engineers (IEEE), and the like providing many of these
required extensions. Specifically, Connectivity Fault Man-
agement (CFM) is an Ethernet standard to provide many
common OAM functions associated with underlying net-
work transport for services. For example, CFM is defined in
IEEE 802.1ag-2007 IEEE Standard for Local and Metro-
politan Area Networks Virtual Bridged Local Area Networks
Amendment 5: Connectivity Fault Management, the con-
tents of which are herein incorporated by reference. Also,
OAM functions are also defined in ITU-T G.8013/Y.1731
(07/2011) “OAM functions and mechanisms for Ethernet
based networks,” the contents of which are herein incorpo-
rated by reference. Further, the MEF also defines Ethernet
OAM in various technical specifications, such as MEF 17
(04/2007) “Service OAM Requirements & Framework,” the
contents of which are herein incorporated by reference.
Variously, CFM enables definition of maintenance domains,
their constituent maintenance points, and the managed
objects required to create and administer them; definition of
relationships between maintenance domains and the services
offered by Virtual Local Area Network (VLAN)-aware
bridges and provider bridges; description of protocols and
procedures used by maintenance points to maintain and
diagnose connectivity faults within a maintenance domain;
and the like.

Conventionally, there is no standard way to reserve ser-
vice bandwidth across a Layer 2 (L.2) network when band-
width is provisioned on user-network interface (UNI) or an
External Network-Network Interface (E-NNI) ports other
than to manually configure bandwidth on all intermediate
nodes (with associated network-network interface (NNI)
ports). Note, such an implementation exists in Internet
Protocol (IP)/Multiprotocol label switching (MPLS)-based
networks using Resource Reservation Protocol (RSVP)/
RSVP-Traffic Engineering (RSVP-TE)/Constraint-based
Routing Label Distribution Protocol (CR-LDP). RSVP
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reserves bandwidth for services across IP networks, and
RSVP-TE extends this solution to MPLS LSPs (Label
Switched Paths). This results in better predictability of traffic
getting passed through the IP/MPLS network. This is a
serious shortcoming of conventional [.2 networks when
E-Line services are provisioned with certain bandwidth
guarantee parameters that no standard mechanism is avail-
able to test and configure these parameters across an end-
to-end path of the service. E-Line services are point-to-point
Ethernet Virtual Connections (EVCs) between two UNIs.
The E-Line services can provide symmetrical bandwidth for
data in either direction with a Committed Information Rate
(CIR) and associated Committed Burst Size (CBS), Excess
Information Rate (EIR) and associated Excess Burst Size
(EBS), delay, jitter, and loss between the UNIs. The E-Line
services can provide connections analogous to Time Divi-
sion Multiplexed (TDM) private line services. The Traffic
Engineered parameters of E-Line services only get provi-
sioned on UNI ports of the network. This may result in
over-subscription in network and becomes cumbersome for
network administrators to add new services with desired
service bandwidth on the network.

To overcome this limitation, network administrators can
provision the desired bandwidth manually on the entire
E-Line service network path, including intermediate net-
work-network interface (NNI) ports. However, this process
is time consuming and requires network administrators to
login into all downstream nodes to reserve the bandwidth
parameters. Additionally, manual allocation has challenges
in guaranteeing 1.2 service behavior in cases where the
run-time topology changes. If the network administrator
chooses to reserve bandwidth for 1.2 service on backup path,
this would be waste bandwidth which could be allocated to
some other .2 service. If the network administrator does not
reserve bandwidth on the backup path, service behavior
cannot be guaranteed after switchover to the backup path.
Also, if in the future, the network administrator wants to
readjust bandwidth parameters, they will be required to
login again into all participating nodes and reconfigure the
network. This whole process is time consuming, which leads
to slower turn up time for operators and results in revenue
loss to the operator.

BRIEF SUMMARY OF THE DISCLOSURE

In an exemplary embodiment, a method includes receiv-
ing a request for an Ethernet service at a Maintenance End
Point (MEP) in a network, wherein the Ethernet service has
a destination of a Remote MEP (RMEP), and wherein the
request comprises a requested bandwidth amount; utilizing
Link Trace messaging to detect an active path to the RMEP;
and utilizing Loop Back messaging to reserve the requested
bandwidth amount on the active path. The utilizing Link
Trace messaging can include transmitting Link Trace Mes-
sages (LTM) from the MEP to the RMEP and Maintenance
Intermediate Points (MIPs) in-between; and receiving Link
Trace Reply (LTR) messages from the RMEP and the MIPs.
The utilizing Loop Back messaging can include transmitting
Loop Back Message (LBM) messages from the MEP to the
RMEP and Maintenance Intermediate Points (MIPs) in-
between; and receiving Loop Back Reply (LBR) messages
from the RMEP and the MIPs. The LBM messages can
include an organization-specific Type-Length-Value (TLV)
field with the requested bandwidth amount to allocate, and
the LBR messages include an organization-specific TLV
field with a status of the requested bandwidth amount at the
RMEP and the MIPs. The requested bandwidth amount can
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include any one or more of Committed Information Rate
(CIR), Committed Burst Size (CBS), Excess Information
Rate (EIR), and Excess Burst Size (EBS). The MEP and the
RMEP c¢ at User-Network Interface (UNI) ports and the
MIPs are at Network-Network Interface (NNI) ports.

The method can further include maintaining a list of a
plurality of Ethernet services provisioned using the receiv-
ing and utilizing steps; releasing reserved resources for the
plurality of Ethernet services, responsive to a topology
change in the network; and repeating, based on an order, the
receiving and utilizing steps for the plurality of Ethernet
services. The order can be based on an order of provisioning
of the plurality of Ethernet services or on a user specified
priority. The method can further include receiving Loop
Back Reply (LBR) messages from the RMEP and the MIPs
indicating one or more failures or a Loop Back timeout;
raising an alarm based on the one or more failures and/or
indicating available bandwidth; and transmitting Loop Back
Message (LBM) messages to de-allocate the requested band-
width amount on any of the RMEP and the MIPs which
replied back with success. The method can further include
implementing a retry of the receiving and utilizing steps
after a random amount of time.

In another exemplary embodiment, a switch includes a
plurality of ports configured to switch Ethernet packets
therebetween, wherein the plurality of ports include a User-
Network Interface (UNI) port and a Network-Network Inter-
face (NNI) port; a Maintenance End Point (MEP) configured
at the UNI port; and a Maintenance Intermediate Point
(MIP) configured at the NNI port; wherein, responsive to a
request for an Ethernet service, the MEP performs a band-
width reservation process which utilizes Link Trace mes-
saging to a Remote MEP (RMEP) to detect an active path to
the RMEP and, subsequent to the Link Trace messaging,
utilizes Loop Back messaging to the RMEP to reserve
bandwidth based on bandwidth amounts in the request on
the active path. The Link Trace messaging to the RMEP can
include transmitting Link Trace Messages (LTM) from the
MEP to the RMEP and any MIPs in-between; and receiving
Link Trace Reply (LTR) messages from the RMEP and the
MIPs. The Loop Back messaging to the RMEP and the MIPs
can include transmitting Loop Back Message (LBM) mes-
sages from the MEP to the RMEP and Maintenance Inter-
mediate Points (MIPs) in-between; and receiving Loop Back
Reply (LBR) messages from the RMEP and the MIPs.

The LBM messages can include an organization-specific
Type-Length-Value (TLV) field with the bandwidth amounts
to allocate, and the LBR messages include an organization-
specific TLV field with a status of allocation of the band-
width amounts at the RMEP and the MIPs. The bandwidth
amounts can include any one or more of Committed Infor-
mation Rate (CIR), Committed Burst Size (CBS), Excess
Information Rate (EIR), and Excess Burst Size (EBS). The
switch can further include a controller communicatively
coupled to the plurality of ports, wherein the controller is
configured to: maintain a list of a plurality of Ethernet
services provisioned using the bandwidth reservation pro-
cess; cause release of reserved resources for the plurality of
Ethernet services responsive to a topology change in the
network; and perform the bandwidth reservation process for
the plurality of Ethernet services subsequent to the topology
change based on an order. The order can be based an order
of provisioning of the plurality of Ethernet services or on
user specified priority.

In yet another exemplary embodiment, a network includes
a plurality of interconnected switches; a Maintenance End
Point (MEP) at a User-Network Interface (UNI) or an
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External Network-Network Interface (E-NNI) port on a first
switch of the plurality of interconnected switches; a Remote
MEP (RMEP) at a UNI port on a second switch of the
plurality of interconnected switches; and a plurality of
Maintenance Intermediate Points (MIP) at Network-Net-
work Interface (NNI) ports on the plurality of interconnected
switches; wherein a bandwidth reservation process is con-
figured to reserve bandwidth at the UNI port on the MEP
responsive to a request and configured to utilize Connectiv-
ity Fault Messaging (CFM) to detect an active path to the
RMEP and to reserve bandwidth at the RMEP and any
associated MIPs. The bandwidth reservation process can
utilize Link Trace messaging to detect the active path, and
the Link Trace messaging can include transmitting Link
Trace Messages (LTM) from the MEP to the RMEP and any
MIPs in-between; and receiving Link Trace Reply (LTR)
messages from the RMEP and the MIPs. The bandwidth
reservation process can utilize Loop Back messaging to
reserve the bandwidth, and the Loop Back messaging can
include transmitting Loop Back Message (LBM) messages
from the MEP to the RMEP and Maintenance Intermediate
Points (MIPs) in-between; and receiving Loop Back Reply
(LBR) messages from the RMEP and the MIPs.

BRIEF DESCRIPTION OF THE DRAWINGS

The present disclosure is illustrated and described herein
with reference to the various drawings, in which like refer-
ence numbers are used to denote like system components/
method steps, as appropriate, and in which:

FIG. 1 is a network diagram of an exemplary Ethernet
network configured with Carrier Ethernet OAM mecha-
nisms;

FIG. 2 is a network diagram of a network with various [.2
switches interconnecting two Customer Premises Equip-
ment (CPE) devices;

FIG. 3 is a network diagram of the network of FIG. 2
illustrating a process for setting up an end-to-end TE E-Line
service;

FIG. 4 is a flowchart of a bandwidth reservation process
for E-Line services;

FIG. 5 is a network diagram of the network of FIG. 2 with
associated UP Maintenance End Points (MEPs) and UP
Maintenance Intermediate Point (MIP) Half Functions
(MHFs) for Continuity Check Message (CCM) sessions;

FIG. 6 is a network diagram of the network of FIG. 2
illustrating Link Trace messaging to detect the network path;

FIG. 7 is a network diagram of the network of FIG. 2
illustrating Loop Back messaging to reserve network band-
width;

FIG. 8 is a network diagram of the network of FIG. 2
illustrating Loop Back messaging received at the originating
node completing the bandwidth reservation process of FIG.
4;

FIG. 9 is a flow chart of a topology change process;

FIG. 10 is a flow chart of a resource de-allocation process;
and

FIG. 11 is a block diagram of an exemplary implemen-
tation of a switch.

DETAILED DESCRIPTION OF THE
DISCLOSURE

In various exemplary embodiments, systems and methods
setting up end-to-end traffic engineered (TE) Ethernet Line
(E-Line) Layer 2 services are described. The systems and
methods propose using IEEE 802.1ag CFM messaging and
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protocols (such as Link Trace and Loop Back) to set up 1.2
traffic engineered path for E-Line services. Using the sys-
tems and methods, a network administrator can provision
traffic engineering parameters on UNI termination and an
end-to-end path for a newly provisioned service is tested
against Service Layer Agreement (SLA) parameters. If the
requested bandwidth is available, it shall be reserved on the
downstream NNI ports across an [.2 network and an origi-
nating node shall receive a success response. If the required
bandwidth is not available in an active path, the originating
node receives a failure response with maximum available
bandwidth in the active path. In this case, the originating
node can also raise the alarm “Resource allocation failed”
against the service in question and start a process of de-
allocating resources on nodes which had previously reserved
resources.

With L2 topology changes, the systems and methods
release reserved resources and rerun the algorithm to com-
pute bandwidth availability and reserve bandwidth for all 1.2
services managed by this algorithm. The order of resource
reservation for provisioned services can be implementation
specific (e.g. they can be reserved either in order of provi-
sioning or user specified service priority). The systems and
methods can be applied to existing as well as newly provi-
sioned E-Line L2 services. The systems and methods relieve
network planners/administrators from manually computing
whether network bandwidth has been fully utilized or not.
This manual computing is time consuming and often error
prone. The systems and methods add significant value in
guaranteeing committed bandwidth to higher priority L2
services especially after run-time 1.2 topology changes.
Since the provisioning of the bandwidth on UNI ports is
done on a basis of available bandwidth in the network, it
avoids the congestion in the network due to over utilization
in the network and results in better service predictability
through the [.2 network. The systems and methods bring
intelligence in the way end-to-end bandwidth reservation is
made for E-Line services across the L2 network. The
systems and methods eliminate a possibility of network
bandwidth wastage by reserving bandwidth only on active
paths. Additionally, this solution dynamically adjusts to
run-time topology changes to ensure that high priority
E-Line services continue to get required bandwidth after
failover. The systems and methods reduce the need for
manual intervention as users do not provision bandwidth on
each intermediate node.

Referring to FIG. 1, in an exemplary embodiment, a
network diagram illustrates an exemplary Ethernet network
10 configured with Carrier Ethernet OAM mechanisms. For
illustration purposes, the Carrier Ethernet network 10
includes three interconnected network elements 12, 14, 16.
The network 10 includes Carrier Ethernet OAM mecha-
nisms such as IEEE 802.1ag CFM, Y.1731, etc. Fundamen-
tal to CFM is the concept of a Maintenance Entity Group
(MEG) or a Maintenance Association (MA), which is the
identified network transport construct spanning the various
network nodes underlying a given service or set of services.
CFM relies on well-defined messages exchanged between
the network elements, specifically and in particular each End
Point (MEP) that provides origination and termination of the
service transport path(s) for a MEG. The network elements
12, 14 are defined as a MEG End Point (MEP). In CFM, a
MEP is configured to source and sink CFM frames, i.e.
source and sink within a single configured MD (Mainte-
nance Domain), pass-thru if MD Level is higher than the
configured level for the MEP, and discard if MD Level is
lower. The MEPs 12, 14 are also configured to participate in
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6

performance monitoring such as through CCMs. In a point-
to-point network, there are two MEP nodes at the endpoints,
and in other configurations, there may be multiple MEP
nodes. Also, a CFM domain having one or more Mainte-
nance Intermediate Point (MIP) nodes that may be bounded
by a plurality of MEP nodes. In order that CFM frame flows
are appropriately filtered so that they are processed only by
the intended domain’s nodes, the MEP/MIP population of an
Ethernet CFM network is configured appropriately.

The network element 16 is defined as a MIP which resides
between MEPs, i.e. the MIP 16 is communicatively coupled
between the MEPs 12, 14. A MIP is configured to process
and forward CFM frames, but does not initiate CFM frames.
The systems and methods contemplate implementation and
operation of Carrier Ethernet networks such as those com-
pliant to IEEE 802.1ag-2007, G.8013/Y.1731, and/or MEF.
Of note, IEEE 802.1ag-2007 and G.8013/Y.1731 both relate
to and define CFM for Ethernet OAM. The various termi-
nology utilized herein, such as MEP, MIP, CCM, Protocol
Data Unit (PDU), etc. is common to each of IEEE 802.1ag-
2007, G.8013/Y.1731, MEF, etc. IEEE 802.1ag-2007 uti-
lizes the term Maintenance Association (MA) whereas
(G.8013/Y.1731 utilizes Maintenance Entity Group (MEG)
for the same construct. Those of ordinary skill in the art will
recognize while described herein as the MA 18, the MA 18
could also be referred to as the MEG 18. Generally, the MA
18 and MEG relate to an administrative grouping relative to
the MEPs 12, 14. Additionally, IEEE 802.1ag-2007 defines
an MEP as a Maintenance association End Point whereas
(G.8013/Y.1731 and MEF define an MEP as a Maintenance
Entity Group End Point. In the following description, MEP
may be generally referred to as a Maintenance End Point
covering both the constructs of IEEE 802.1ag-2007, G.8013/
Y.1731, MEF.

The network elements 12, 14, 16 are configured in an MA
18 which enable a grouping of nodes in a maintenance group
for OAM to be grouped on different spans. The MA 18 is a
set of MEPs, each configured with a same unique MEG 1D
code (UMC) and MEG Level or Maintenance Association
Identifier (MAID) and Maintenance Domain (MD) level.
The MA 18 may be thought of as a full mesh a Maintenance
Entities (MEs), the MEs including MEPs, MIPs, etc., with a
set of MEPs configured therebetween. The UMC is a unique
identifier for the MA 18 domain. Additionally, the MA 18
allows for nesting of various groups. The MEG Level and
the MD are a management space on a network, typically
owned and operated by a single entity. MEG Levels and
MDs may be configured with names and levels, where the
eight levels range from O to 7. A hierarchal relationship
exists between domains based on levels. The larger the
domain, the higher the level value. In case MEGs are nested,
the OAM flow of each MEG has to be clearly identifiable
and separable from the OAM flows of the other MEGs. In
cases the OAM flows are not distinguishable by the ETH
layer encapsulation itself, the MEG Level in the OAM frame
distinguishes between the OAM flows of nested MEGs.
Eight MEG Levels are available to accommodate different
network deployment scenarios. As described herein, the
various systems and methods may be applied to per-node
MEPs, per-interface MEPs, or per-port MEPs. Specifically,
a per-node MEP applies to an entire network element,
whereas per-interface and per-port MEPs are for a single
provisioned service on the network element.

Referring to FIG. 2, in an exemplary embodiment, a
network diagram illustrates a network 20 with various 1.2
switches 22 (depicted as switches 22A-22F) interconnecting
two Customer Premises Equipment (CPE) devices 24 (de-
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picted as CPE devices 24A-24B). The network 20 is utilized
in various subsequent FIGS. herein to describe the systems
and methods. Of course, the systems and methods contem-
plate operation in other .2 networks with the network 20
presented for illustration purposes. The network 20 includes
various UNI ports 26 and NNI ports 28 interconnecting the
CPEs 24A, 24B to form an E-Line service 30. In an
exemplary embodiment, the E-Line service 30 includes an
active path through the switches 22A, 22B, 22C, 22D, and
a backup path through the switches 22A, 22E, 22F, 22D with
a block 32 at an NNI port 28 on the switch 22F.

While setting up the E-Line service 30, different SLA
parameters are ascertained between customer and service
provider. Among various SLLA parameters; CIR (Committed
Information rate), EIR (Excess Information rate), CBS
(Committed Burst Size) and EBS (Excess Burst Size) are the
ones which define how much network bandwidth is required
by the E-Line service 30. In current L2 networks, these
parameters are provisioned by network administrators only
on L2 nodes on which service access is done, i.e. the UNI
ports 26 on the switches 22A, 22D. However, this does not
guarantee that required bandwidth will be available to the
customer across the downstream L2 network 20. There is
another challenge 1.2 network administrator or network
planners face in determining how many services they can
safely add into the network and how much bandwidth shall
be available for these services because they do not exactly
know how much network bandwidth is already getting
utilized for existing services and what are the SL.As. In order
to solve this problem, sometimes administrator may choose
to manually reserve bandwidth across the network 20. But
this solution too has its shortcomings, especially in guaran-
teeing service bandwidth in topology change scenarios (e.g.,
modification of the block 32, etc.). If the bandwidth reser-
vation is done on backup path also, this is waste of network
bandwidth that could be allocated to some other service. If
no reservation is done on backup path, service bandwidth
requirements cannot be guaranteed after failover to backup
path.

Referring to FIG. 3, in an exemplary embodiment, a
network diagram illustrates the network 20 illustrating a
process 40 for setting up an end-to-end TE E-Line service.
The process 40 uses IEEE CFM 802.1ag Link Trace and
Loop Back protocols to set-up L2 traffic engineered path for
E-Line services. Using the process 40, a network adminis-
trator can provision traffic engineering parameters on the
UNI ports 26—ingress bandwidth metering (CIR, EIR,
CBS, EBS) is applied on UNI ports (step 42), and an
end-to-end path for this newly provisioned service is tested
using an active path determination using IEEE 802.1ag Link
Trace (step 44). If the requested bandwidth is available, it is
reserved on the downstream NNI ports 28 across 1.2 net-
work, e.g. bandwidth reservation at each downstream node
is done using IEEE 802.1ag Look Back (step 46), and the
originating node shall receive a success response or a failure
response (step 48). If required bandwidth is not available in
active path, the originating node shall receive failure
response and the maximum available bandwidth in active
path. In this case, the originating node can also raise the
alarm “Resource allocation failed” against the service in
question and start a process of de-allocating resources on
nodes which had previously reserved resources.

Referring to FIG. 4, in an exemplary embodiment, a flow
chart illustrates a bandwidth reservation process 50 for
E-Line services. The bandwidth reservation process 50 can
be implemented in the network 20 across the switches 22 as
well as with a management system. The bandwidth reser-
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vation process 50 includes provisioning ingress metering
bandwidth for configured CIR, EIR, CBS, EBS, etc., at the
UNI port (step 52). The bandwidth reservation process 50
includes generating a Link Trace Message (LTM) destined
for a Remote MEP (RMEP) to detect active network topol-
ogy (step 54), and waits for a Link Trace Reply (LTR) from
the RMEP and MIPs (step 55). If the LTRs are not received,
there can be a couple retries for the active path determina-
tion, and if the retries are unsuccessful, there is an active
path determination failure (step 56) On receiving the LTR,
the bandwidth reservation process 50 includes generating a
Loop Back Message with organization (ORG) specific Type-
Length-Values (TLVs) to reserve bandwidth in the network
(step 57), and waits for a Loop Back Reply (LBR) received
from all of the nodes or a Loop Back (LB) time out.
Subsequent to the LBR or the LB time out, the bandwidth
reservation process 50 includes verifying responses filed in
ORG specific TLVs in Loop Back Replies (LBRs) (step 58).

The bandwidth reservation process 50 includes checking
if the reservation was a success (all nodes reply with a
success message) or a failure (any node replies with a failure
or did not respond) (step 60). If the reservation was a success
(step 60), the bandwidth reservation process 50 includes
sending an event to the administrator that network band-
width has been allocated successfully (step 62). If the
reservation was a failure (step 60), the bandwidth reserva-
tion process 50 includes raising a “resource allocation
failure” alarm so that the administrator can respond (step
64), and the bandwidth reservation process 50 includes
generating L BM messages to de-allocate network band-
width on nodes that reported success (step 66).

The bandwidth reservation process 50 takes advantage of
IEEE 802.1ag LTM and LTR messages to determine the
active route first on which dedicated bandwidth is required.
Once the path has been identified, LBM and LBR messages
are used with proprietary Organization Specific TLV to
reserve the network bandwidth needed by the L2 service. If
the network bandwidth allocation fails due to lack of
resources available in the network, the failure is returned to
the originator, it raises “Resource allocation failed” alarm
against service in consideration and previously allocated
bandwidth on other nodes is de-allocated. While configuring
a downstream E-Line service, the bandwidth allocated at the
UNI will also be auto allocated to the NNI network along the
downstream unidirectional active path.

Referring to FIG. 5, in an exemplary embodiment, a
network diagram illustrates the network 20 with associated
UP MEPs 70 and UP MIPs 72 for Continuity Check Mes-
sage (CCM) sessions. Prior to implementing the bandwidth
reservation process 50, a Continuity Check Message (CCM)
session is established. The CCM session is established
between the two endpoints of the E-Line service by creating
an MA at a desired MD level and adding the UP MEPs 70
at the UNI ports 26. The user has to ensure that MEPs are
up and each MEP has discovered remote MEP correctly. At
each downstream intermediate node, the MIPs 72 are con-
figured at the NNI ports 28. For an exemplary operation,
assuming the network 20 is a 1G ring, and a user initiates a
TE EPL service with CIR=100M and EIR=100M.

In the OAM Hierarchy diagram there was a distinction
indicated between UP MEPs and DOWN MEPs. This dis-
tinction describes the forwarding method used to initiate
OAM flows. If an OAM flow is being sent out a specific port
(UNI or NNI)—such as with the UNI ME or the E-NNI
ME—the MEP is called a DOWN MEP. OAM flows from a
DOWN MEP are always initiated through the same port. If
an OAM is being sent to a destination in the network—such
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as with the EVC ME—the MEP is called an UP MEP. The
path taken by OAM flows from an UP MEP can change if
the network topology changes, e.g., due to the addition,
removal, or failure of a path.

Referring to FIG. 6, in an exemplary embodiment, a
network diagram illustrates the network 20 illustrating Link
Trace messaging to detect the network path. FIG. 6 follows
from FIG. 5§ wherein the user initiates a TE EPL service with
CIR=100M and EIR=100M. When the user/network admin
requests to reserve network bandwidth, IEEE 802.1ag LTM
messages 80 are automatically generated by the switch 22A
to verify the network path towards the destined end of
E-Line service, the switch 22D. There are no new TLV's that
are added in LTM/L'TR messages 80, 82. Upon reception of
LTR messages 82 from the intermediate MIPs 72 and target
RMEP (the switch 22D), the active network path to the
destination is computed. The service UP MEP 70 generates
the LTM messages 80 destined to for all service end points.
The originating UP MEP 70 receives LTR messages 82 from
all service MIPs 72 and MEPs 70 along the active and
backup path and calculates the active path along the ring
using the existing LTR fields.

At the originating UP MEP 70, some of the TR messages
82 can be eliminated in one case. First, nodes that are not
part of the actual path towards the target RMEP are elimi-
nated from further processing mentioned in below. This is
required because resource allocation via the bandwidth
reservation process 50 is done in the downstream direction
on the active path of the service, not on the backup path. If
it is desired to dedicate the resources in the reverse direction
of'the service path, then network administrator can configure
the network bandwidth using this mechanism in reserve
direction as well (or the bandwidth reservation process 50
can be implemented in the opposite direction automatically
upon provisioning).

Referring to FIG. 7, in an exemplary embodiment, a
network diagram illustrates the network 20 illustrating Loop
Back messaging to reserve network bandwidth. Once the
path discovery is done using LTM/LTR messages 80, 82 in
FIG. 6, and redundant replies are ecliminated as explained
above, LBM messages 84 are generated that are destined to
the MIPs 72 that replied with their LTR messages 82. The
LBM messages 84 are generated with message Type field in
organization specific TLV set as “ALLOCATE_RE-
SOURCE”. That is, the UP MEP 70 at the switch 22A
generates ALLOCATE_RESOURCE LBM messages 84
destined to the intermediate service MIPs 72 at the switches
22B, 22C, 22D attached downstream requesting allocation
of the configured CIR/EIR/CBS/EBS along the downstream
active NNI path (in the ring). The following fields can be
added in the Organizational specific TLV in the LBM
messages 84: (1) Message Type=ALLOCATE_RE-
SOURCE; and (2) Requested CIR and EIR.

Each of the switches 22B, 22C, 22D receiving the LBM
messages 84 verify if there is available bandwidth that has
not been allocated on the port receiving the LBM messages
84. The switches 22B, 22C, 22D can reply back with LBR
messages 86. If there is available bandwidth, the switch 22
will allocate bandwidth for this service and deduct allocated
bandwidth from available bandwidth on the port and send
back the LBR message 86 with an ALLOCATE_SUCCESS
flag in organization specific TLV in the LBR message 86. If
available bandwidth on port is less than requested, the
switch 22 does not allocate any bandwidth and returns the
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LBR message 86 with an ALLOCATE_FAILURE flag and
available bandwidth in the organization specific TLV in LBR
message 86.

Referring to FIG. 8, in an exemplary embodiment, a
network diagram illustrates the network 20 illustrating Loop
Back Reply messaging received at the originating node
completing the bandwidth reservation process 50. Upon
reception of the LBR messages 86 from the MIPs 72 or upon
LBR timeout at the originating node, it is determined
whether all the switches towards which the LBM messages
84 were generated have replied with their LBR messages 86
having ORG specific TLV with ALLOCATE_SUCCESS
flag. If all nodes have replied with ALLOCATE_SUCCESS
flag, a “Resource allocation passed” trap could be notified to
announce successtul completion of TE E-Line service setup.
IfALLOCATE_FAILURE response comes from even one of
the intermediate switches 22, an alarm “Resource allocation
failed” is raised against the E-Line service that informs the
network administrator that resource allocation has failed.
This alarm also informs the network administrator maxi-
mum bandwidth that can be allocated in the network 20.

In the case of the ALLOCATE_FAILURE response, a
new LBM request is generated to de-allocate the reserved
resources on the switches 22 that replied with their ALLO-
CATE_SUCCESS message. This message contains the
“message type” as DEALLOCATE_RESOURCE. Upon
reception of such messages, the intermediate switches 22
de-allocate the network bandwidth that has been allocated
by them and reply back with their DEALLOCATE_SUC-
CESS message. If there is any failure in de-allocation, they
shall reply with their DEALLOCATE_FAILURE message.
If the originating nodes receives any LBR message with
DEALLOCATE_FAILURE flag then it shall retry to DEAL-
LOCATE the resource three more times towards nodes
which failed the de-allocation and shall raise resource
“Resource De-allocation failed” alarm against service.

The following table illustrates an example of the organi-
zation specific TLV used in the LBM message:

TLV field Information carried Size in Bytes
Type = 31 Organizational specific TLV 1 byte
Length Length of TLV value 2 bytes
oul Organizationally Unique Identifier 3 bytes
obtainable from IEEE
Sub Type Sub Type shall be implementation specific 1 byte
depending on number of organization
specific TLVs encapsulated within
LBM frame
Message Type ALLOCATE_RESOURCE: Request to 1 byte
allocate resource
DEALLOCATE__RESOURCE:
Request to de-allocate resource
Resource CIR: Committed information rate: 4 Bytes 12 bytes
Information EIR: Excess Information rate: 4 Bytes
CBS: Committed burst size: 2 Bytes
EBS: Excess burst size: 2 Bytes move it
up for packaging.
Reserved Reserved for future usage. 12 bytes

The Resource Information can also include additional
parameters in addition to CIR, CBS, EIR, EBS, such as
color-mode, coupling-flag, etc.

The following table illustrates an example of the organi-
zation specific TLV used in the LBR message:
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12

TLV field Information carried

Size in Bytes

Type = 31
Length
OUI

Organizational specific TLV

Length of TLV value

Organizationally Unique Identifier obtainable from
IEEE

Sub Type shall be implementation specific
depending on number of organization specific TLVs
encapsulated within LBR frame

Maximum bandwidth that can be allocated by node
in case of failure scenario. Contains following
information:

CIR: Committed information rate: 4 Bytes

EIR: Excess Information rate: 4 Bytes

CBS: Committed burst size: 2 Bytes

EBS: Excess burst size: 2 Bytes move it up for
packaging.

ALLOCATE__SUCCESS: Request to allocate
resource has succeeded

ALLOCATE_ FAILURE:

Request to allocate resource has failed
DEALLOCATE__SUCCESS: Request to de-allocate
resource has succeeded

DEALLOCATE_ FAILURE:

Request to de-allocate resource has failed

In case of failure, available resource information in
this TLV would notify current availability of
resources on failed node. This information can be
used to determine which resource could not be
reserved on failed node.

Reserved for future usage.

Sub Type

Available Resource
Information

Flag

Reserved

1 byte
2 bytes
3 bytes

1 Byte

12 bytes

1 Byte

12 bytes

The Available Resource Information can also include addi-
tional parameters in addition to CIR, CBS, EIR, EBS, such
as color-mode, coupling-flag, etc.

Referring to FIG. 9, in an exemplary embodiment, a flow
chart illustrates a topology change process 100. The topol-
ogy change process 100 can be implemented in the network
20 across the switches 22 as well as with a management
system and with the bandwidth reservation process 50. For
a topology change event, when topology change events
occur, then the switches 22 that receive the topology change
event shall immediately free up all bandwidth reserved by
the bandwidth reservation process 50. The switches 22
having UNI port terminations shall further allocate the
resources on a network path in implementation specific
order (e.g. E-Line services priority or order of configuration,
etc.) using the bandwidth reservation process 50. In case
resource allocation fails during reservation of resources after
the topology change has occurred then an alarm shall be
raised to notify the network administrator about unserved
bandwidth in the network.

The topology change process 100 is implemented respon-
sive to a topology change event in the network (step 102).
The topology change event can include addition/removal of
a node, addition/removal of a link, a fault affecting a node
and/or link, etc. The TE engineered dynamically allocated
bandwidth is flushed for all services affected by the topology
change event (step 104). Here, the dynamically allocated
bandwidth is removed, and it will be recalculated, taking
into account the topology change event. On all UP MEPs
having a UNI termination, a new active path is determined
and the per-service bandwidth is re-allocated such as
described in the bandwidth reservation process 50 of FIG. 4,
namely steps 54-54, and in an implementation specific order
(step 106). If the re-allocation is successful (step 108), an
event is sent to the network administrator that the network
bandwidth has been allocated successfully (step 110). If
there are re-allocation failures (step 108), an LBM message
can be generated to de-allocate network per service band-

40

45

width on nodes that reported success for any failed attempts
(step 112). A bandwidth re-allocation retry may be per-
formed (step 114), and if unsuccessful, a resource re-
allocation failure alarm may be raised so that the adminis-
trator can respond (step 116). Also, information can be
provided related to the failures, such as reasons and/or
available bandwidth.

Referring to FIG. 10, in an exemplary embodiment, a flow
chart illustrates a resource de-allocation process 150. The
resource de-allocation process 150 can be implemented in
the network 20 across the switches 22 as well as with a
management system and with the bandwidth reservation
process 50 and/or the topology change process 100. The
resource de-allocation process 150 is meant to remove
allocated or reserved services when there is a failure in the
bandwidth reservation process 50 and/or the topology
change process 100. First, ingress metering bandwidth at the
UNI including CIR, CBS, EIR, EBS, etc. is removed (step
152). LTM messages are generated destined for the RMEP
to detect the active network topology (step 154), and LTR
messages are received in response from the RMEP and
MIPs. LBM messages are generated with organizational-
specific TLVs to release the network bandwidth (step 156),
and LBR messages are received from all nodes or there is a
timeout (step 158). If successful (step 160), an event is sent
to the administrator that the network bandwidth has been
successfully de-allocated. If there is a failure (step 160),
there can be a retry mechanism, such as three times, for
MIPs that responded with failure messages (step 164). If
after the retry, there are still failures, a resource de-allocation
failure alarm can be raised so that the administrator can
respond (step 166).

All the LTM/LTR and LBM/LBR messages can use a
standard compliant Transaction ID available in LTM/LTR/
LBM/LBR messages to collate the replies corresponding to
originating request messages.

There is the possibility that network administrator can
generate multiple bandwidth allocation requests from dif-
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ferent switches 22 at nearly the same time. This will lead to
downstream switches 22 handling multiple bandwidth res-
ervation requests at the same time as a result of which
scenario can occur where bandwidth allocation request can
fail for all requested services, even if there is sufficient
capacity on the NNI ports 28 to successfully reserve band-
width for some of the requests. In order to cater to this race
condition scenario, there can be a Bandwidth Allocation
Retry mechanism in which the originating node can retry
bandwidth allocation after a random timer of 30-60 s.

There can be configurable parameters on downstream
switches 22 such as (1) whether the downstream node shall
honor the organization specific TLV described herein and (2)
the amount of available bandwidth for reservation using the
bandwidth reservation process 50.

The bandwidth reservation process 50 reserve the band-
width on simplex flow (or in one direction only) and needs
to be run from both directions for bi-directional reservation
of bandwidth. Also, for flow based bandwidth reservations,
the bandwidth reservation process 50 can also be extended
for reserving bandwidth on per class basis for a given
service.

Referring to FIG. 11, in an exemplary embodiment, a
block diagram illustrates an exemplary implementation of a
switch 200. In this exemplary embodiment, the switch 200
is an Ethernet network switch, but those of ordinary skill in
the art will recognize the systems and methods described
herein contemplate other types of network elements and
other implementations. The switch 200 can be an exemplary
implementation of the MEPs 12, 14, MIP 16, and the
switches 22; although other embodiments are also contem-
plated . . . . In the exemplary embodiment of FIG. 11, the
switch 200 includes a plurality of line blades 202 and control
cards 204 interconnected via an interface 206. The blades
202 are also known as line cards, line modules, circuit packs,
pluggable modules, etc. and refer generally to components
mounted within a chassis, shelf, etc. of a data switching
device, i.e., the switch 200. Each of the blades 202 and the
control cards 104 can include numerous electronic devices
and optical devices mounted on a circuit board along with
various interconnects including interfaces to the chassis,
shelf, etc.

The line blades 202 generally include data ports 208 such
as a plurality of Ethernet ports. For example, the line blade
202 can include a plurality of physical ports disposed on an
exterior of the blade 202 for receiving ingress/egress con-
nections. Additionally, the line blades 202 can include
switching components to form a switching fabric via the
backplane 206 between all of the data ports 208 allowing
data traffic to be switched between the data ports 208 on the
various line blades 202. The switching fabric is a combina-
tion of hardware, software, firmware, etc. that moves data
coming into the switch 200 out by the correct port 208 to the
next switch 200. “Switching fabric” includes switching
units, or individual boxes, in a node; integrated circuits
contained in the switching units; and programming that
allows switching paths to be controlled. Note, the switching
fabric can be distributed on the blades 202 and/or the control
card 204, in a separate blade (not shown), or a combination
thereof. The line blades 202 can include an Ethernet man-
ager (i.e., a CPU) and a network processor (NP)/application
specific integrated circuit (ASIC). As described herein, the
line blades 202 can participate in the systems and methods
described herein.

The control cards 204 include a microprocessor 210,
memory 212, software 214, and a network interface 216.
Specifically, the microprocessor 210, the memory 212, and
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the software 214 can collectively control, configure, provi-
sion, monitor, etc. the switch 200. The network interface 216
may be utilized to communicate with an element manager,
a network management system, etc. Additionally, the control
cards 204 can include a database 220 that tracks and
maintains provisioning, configuration, operational data and
the like. The database 220 can include a forwarding database
(FDB). In this exemplary embodiment, the switch 200
includes two control cards 204 which may operate in a
redundant or protected configuration such as 1:1, 1+1, etc. In
general, the control cards 204 maintain dynamic system
information including Layer two forwarding databases, pro-
tocol state machines, and the operational status of the ports
208 within the switch 200.

Those of ordinary skill in the art will recognize the switch
200 can include other components which are omitted for
illustration purposes, and that the systems and methods
described herein are contemplated for use with a plurality of
different devices with the switch 200 presented as an exem-
plary implementations. For example, in another exemplary
embodiment, a network element may have switch modules,
or have the corresponding functionality in the line blades
202 (or some equivalent) in a distributed fashion. For the
switch 200, other architectures providing ingress, egress,
and switching there between are also contemplated for the
systems and methods described herein. In general, the
systems and methods described herein contemplate use with
any node providing switching or forwarding of packets
using Ethernet OAM as described herein.

It will be appreciated that some exemplary embodiments
described herein may include one or more generic or spe-
cialized processors (“one or more processors”) such as
microprocessors, digital signal processors, customized pro-
cessors, and field programmable gate arrays (FPGAs) and
unique stored program instructions (including both software
and firmware) that control the one or more processors to
implement, in conjunction with certain non-processor cir-
cuits, some, most, or all of the functions of the methods
and/or systems described herein. Alternatively, some or all
functions may be implemented by a state machine that has
no stored program instructions, or in one or more application
specific integrated circuits (ASICs), in which each function
or some combinations of certain of the functions are imple-
mented as custom logic. Of course, a combination of the
aforementioned approaches may be used. Moreover, some
exemplary embodiments may be implemented as a non-
transitory computer-readable storage medium having com-
puter readable code stored thereon for programming a
computer, server, appliance, device, etc. each of which may
include a processor to perform methods as described and
claimed herein. Examples of such computer-readable stor-
age mediums include, but are not limited to, a hard disk, an
optical storage device, a magnetic storage device, a ROM
(Read Only Memory), a PROM (Programmable Read Only
Memory), an EPROM (Erasable Programmable Read Only
Memory), an EEPROM (Electrically Erasable Program-
mable Read Only Memory), Flash memory, and the like.
When stored in the non-transitory computer readable
medium, software can include instructions executable by a
processor that, in response to such execution, cause a
processor or any other circuitry to perform a set of opera-
tions, steps, methods, processes, algorithms, etc.

Although the present disclosure has been illustrated and
described herein with reference to preferred embodiments
and specific examples thereof, it will be readily apparent to
those of ordinary skill in the art that other embodiments and
examples may perform similar functions and/or achieve like
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results. All such equivalent embodiments and examples are
within the spirit and scope of the present disclosure, are
contemplated thereby, and are intended to be covered by the
following claims.

What is claimed is:

1. A method, comprising:

receiving a request for an Fthernet service at a Mainte-

nance End Point (MEP) in a network, wherein the
Ethernet service has a destination of a Remote MEP
(RMEP), and wherein the request comprises a
requested bandwidth amount;

utilizing Link Trace messaging to detect an active path to

the RMEP;

utilizing Loop Back messaging to reserve the requested

bandwidth amount on the active path;
maintaining a list of a plurality of Ethernet services
provisioned using the receiving and utilizing steps;

releasing reserved resources for the plurality of Ethernet
services, responsive to a topology change in the net-
work; and

repeating, based on an order, the receiving and utilizing

steps for the plurality of Ethernet services.
2. The method of claim 1, wherein the utilizing Link Trace
messaging comprises:
transmitting Link Trace Messages (LTM) from the MEP
to the RMEP and Maintenance Intermediate Points
(MIPs) in-between; and

receiving Link Trace Reply (LTR) messages from the
RMEP and the MIPs.
3. The method of claim 1, wherein the utilizing Loop
Back messaging comprises:
transmitting Loop Back Message (LBM) messages from
the MEP to the RMEP and Maintenance Intermediate
Points (MIPs) in-between; and

receiving Loop Back Reply (LBR) messages from the
RMEP and the MIPs.

4. The method of claim 3, wherein the LBM messages
include an organization-specific Type-Length-Value (TLV)
field with the requested bandwidth amount to allocate, and
the LBR messages include an organization-specific TLV
field with a status of the requested bandwidth amount at the
RMEP and the MIPs.

5. The method of claim 1, wherein the requested band-
width amount comprise any one or more of Committed
Information Rate (CIR), Committed Burst Size (CBS),
Excess Information Rate (EIR), and Excess Burst Size
(EBS).

6. The method of claim 1, wherein the MEP and the
RMEP are at User-Network Interface (UNI) ports and the
MIPs are at Network-Network Interface (NNI) ports.

7. The method of claim 1, wherein the order is based on
an order of provisioning of the plurality of Ethernet services
or on a user specified priority.

8. The method of claim 1, further comprising:

receiving Loop Back Reply (LBR) messages from the

RMEP and the MIPs indicating one or more failures or
a Loop Back timeout;

raising an alarm based on the one or more failures and/or

indicating available bandwidth; and

transmitting Loop Back Message (LBM) messages to

de-allocate the requested bandwidth amount on any of
the RMEP and the MIPs which replied back with
success.

9. The method of claim 8, further comprising:

implementing a retry of the receiving and utilizing steps

after a random amount of time.
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10. A switch, comprising:
a plurality of ports configured to switch Ethernet packets
therebetween, wherein the plurality of ports comprise a
User-Network Interface (UNI) port and a Network-
Network Interface (NNI) port;
a Maintenance End Point (MEP) configured at the UNI
port;
a Maintenance Intermediate Point (MIP) configured at the
NNI port;
wherein, responsive to a request for an FEthernet service,
the MEP performs a bandwidth reservation process
which utilizes Link Trace messaging to a Remote MEP
(RMEP) to detect an active path to the RMEP and,
subsequent to the Link Trace messaging, utilizes Loop
Back messaging to the RMEP to reserve bandwidth
based on bandwidth amounts in the request on the
active path; and
a controller communicatively coupled to the plurality of
ports, wherein the controller is configured to:
maintain a list of a plurality of Ethernet services
provisioned using the bandwidth reservation pro-
cess,

cause release of reserved resources for the plurality of
Ethernet services responsive to a topology change in
the network, and

perform the bandwidth reservation process for the
plurality of Ethernet services subsequent to the
topology change based on an order.

11. The switch of claim 10, wherein the Link Trace
messaging to the RMEP comprises:

transmitting Link Trace Messages (LTM) from the MEP
to the RMEP and any MIPs in-between; and

receiving Link Trace Reply (LTR) messages from the
RMEP and the MIPs.

12. The switch of claim 10, Loop Back messaging to the

RMEP and the MIPs comprises:

transmitting Loop Back Message (LBM) messages from
the MEP to the RMEP and Maintenance Intermediate
Points (MIPs) in-between; and

receiving Loop Back Reply (LBR) messages from the
RMEP and the MIPs.

13. The switch of claim 12, wherein the LBM messages
include an organization-specific Type-Length-Value (TLV)
field with the bandwidth amounts to allocate, and the LBR
messages include an organization-specific TLV field with a
status of allocation of the bandwidth amounts at the RMEP
and the MIPs.

14. The switch of claim 10, wherein the bandwidth
amounts comprise any one or more of Committed Informa-
tion Rate (CIR), Committed Burst Size (CBS), Excess
Information Rate (EIR), and Excess Burst Size (EBS).

15. The switch of claim 10, wherein the order is based an
order of provisioning of the plurality of Ethernet services or
on user specified priority.

16. A network, comprising:

a plurality of interconnected switches;

a Maintenance End Point (MEP) at a User-Network
Interface (UNI) or an External Network-Network Inter-
face (E-NNI) port on a first switch of the plurality of
interconnected switches;

a Remote MEP (RMEP) at a UNI port on a second switch
of the plurality of interconnected switches;

a plurality of Maintenance Intermediate Points (MIP) at
Network-Network Interface (NNI) ports on the plural-
ity of interconnected switches;

wherein a bandwidth reservation process is configured to
reserve bandwidth at the UNI port on the MEP respon-
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sive to a request and configured to utilize Connectivity
Fault Messaging (CFM) to detect an active path to the
RMEP and to reserve bandwidth at the RMEP and any
associated MIPs; and

a controller communicatively coupled to the plurality of 5

interconnected switches, wherein the controller is con-

figured to:

maintain a list of a plurality of Ethernet services
provisioned using the bandwidth reservation pro-
cess, 10

cause release of reserved resources for the plurality of
Ethernet services responsive to a topology change in
the network, and

perform the bandwidth reservation process for the
plurality of Ethernet services subsequent to the 15
topology change based on an order.

17. The network of claim 16, wherein the bandwidth
reservation process utilizes Link Trace messaging to detect
the active path, and the Link Trace messaging comprises:

transmitting Link Trace Messages (LTM) from the MEP 20

to the RMEP and any MIPs in-between; and

receiving Link Trace Reply (LTR) messages from the

RMEP and the MIPs.
18. The network of claim 16, wherein the bandwidth
reservation process utilizes Loop Back messaging to reserve 25
the bandwidth, and the Loop Back messaging comprises:
transmitting Loop Back Message (LBM) messages from
the MEP to the RMEP and Maintenance Intermediate
Points (MIPs) in-between; and

receiving Loop Back Reply (LBR) messages from the 30
RMEP and the MIPs.
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